
WE DON’T TAKE KINDLY TO THE NOTION THAT ANY WRAP WILL DO.  
ESPECIALLY NOT ON COMMERCIAL JOBSITES, WHERE THE CONSTRUCTION 
CHALLENGES MOUNT. TYPAR® COMMERCIAL DOESN’T JUST PERFORM  
UP TO PAR IN PROTECTING BUILDINGS FOUR STORIES AND ABOVE FROM  
THE ELEMENTS. IT OUTPERFORMS THE COMPETITION ON MULTIPLE LEVELS.

THE DEMANDS OF 
COMMERCIAL JOBS CALL 
FOR DEFENSE LIKE THIS.

BATTLING HARSH RAYS & HEAT. STANDING UP TO HOWLING WIND.

COMBATTING RAIN AND MOISTURE DAMAGE.RISING TO THE CHALLENGE 
WHEN IT’S COLD.

DAYS OF LONG-LASTING UV STABILITY1

HIGHER RANKED IN HOLDOUT.
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SUNLIGHT CAN DEGRADE 
EXPOSED WRAP AND 
DAMAGE ITS ABILITY  
TO PERFORM.

HOT AIR PENETRATION COMFORTABLE SPACES

WALLS

SEAMS

WINDOWS

PLUMBING

ELECTRICAL

HVAC
COOLED AIR LOSS ENERGY EFFICIENCY

WE HELP TAKE THE 
PRESSURE OFF OF JOB 
DELAYS AND GIVE YOU 
MORE TIME TO WORK WITH 
BEFORE CLADDING GOES UP.

HEAVY GUSTS CAN RIP  
FASTENED BUILDING WRAP  

OFF DURING CONSTRUCTION. 

WATER-COMPROMISED WALLS CAN LEAD  
TO ROT, MOLD, AND LIABILITIES.

FRIGID WEATHER CAN GET IN THE WAY OF 
PROPERLY INSTALLED WRAP.

INSTALL IT DOWN TO 0°F (-18°C).

TYPAR® ALL-
TEMPERATURE 
FLASHING

TYPAR® 
CONSTRUCTION 
TAPE

MOISTURE GENERATED INSIDE BUILDINGS 
AND MULTI-FAMILY UNITS NEEDS TO GET OUT.

SURFACTANT
SECURITY.

WE GIVE YOU BETTER OPTIONS TO KEEP  
WALL CAVITIES DRY.

WE HELP YOU COMPLETE PROJECTS WHEN 
THE TEMPS PLUMMET.

RUGGED TYPAR 
COMMERCIAL RESISTS 
JOBSITE DAMAGE FROM:

HIGH WINDS 
FORCE AIR 

INTO FINISHED 
STRUCTURES.

OUR SYSTEM SHUTS DOWN 
AIR PENETRATION AT ALL 

POINTS OF VULNERABILITY.

TYPAR COMMERCIAL HOLDS TIGHT 
AND STANDS UP TO JOBSITE RIGORS.

12 MONTHS

LEADING COMPETITOR 9 MONTHS

TYPAR®

GREATER TEAR RESISTANCE2

HYDROSTATIC HEAD AATCC 1273 (MEASURED IN CM.)
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TYPAR COMMERCIAL OPTIMIZES 
HOLDOUT AND BREATHABILITY4.

THE COMPETITION IS
OUT OF THE ZONE.
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FIELD-PERFORMANCE IS 
OUR PRIORITY.

BUILDING WRAPS THAT BOAST BIG  
HOLDOUT NUMBERS IN THE LAB ARE  

MORE LIKELY TO RIP ON THE JOB.

TYPAR COMMERCIAL’S TEAR RESISTANCE 
IS PROVEN TO EXCEL IN STOPPING BLOWING 

RAIN, SNOW, AND SLEET.

SOAPS

OILS

CHEMICALS

CLEANING TECHNIQUES

365365
5X5X

USE ANY OF OUR WRAPS—ALONG 

WITH OUR SYSTEM OF FLASHINGS AND 

TAPES—AND GET BACKED BY THE BEST 

WARRANTY IN THE BUSINESS.5

FIGHT THE ELEMENTS ON MULTIPLE FRONTS.
AND GET COVERAGE THAT LASTS A LIFETIME.

1TYPAR RESULTS BASED ON AC38 
TESTING. COMPETITOR RESULTS BASED 
ON PUBLISHED DATA.

2BASED ON PUBLISHED RESULTS FOR 
TEAR RESISTANCE ACCORDING TO  
ASTM D1777 TESTING.

5CERTAIN LIMITATIONS AND EXCLUSIONS 
APPLY. VISIT TYPAR.COM FOR FULL DETAILS.

4BASED ON PUBLISHED RESULTS 
ACCORDING TO ASTM E96-95 
PROCEDURE A TESTING. COMPETITOR 
RESULTS BASED ON PUBLISHED DATA.

3BASED ON THE PUBLISHED RESULTS FOR 
HYDROSTATIC HEAD TEST ACCORDING TO 
AATCC 127 TESTING.
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